
Part No mm Grade

MBL 

(kN) PL (kN) A B C D E F G K L

289JJSBG476 70-76 R4 6001 4731 937 220 107 169 107 130 260 118 227 329

289JJSBG489 83-89 R4 8005 6310 1096 258 125 196 125 150 305 138 267 537

289JJSBG4102 89-102 R4 10217 8055 1256 295 142 224 142 175 350 157 306 812

289JJSBG4114 108-114 R4 12421 9792 1403 330 160 250 160 194 360 177 342 1132

289JJSBG4124 117-124 R4 14352 11319 1532 360 174 273 174 211 425 193 372 1465

289JJSBG4132 126-132 R4 15965 12586 1626 382 185 290 185 225 452 205 396 1753

Tolerances on Forged Surfaces +/- 2.5% - Tolerances on Machined Surfaces + / - 1% - Tolerances on Crown Area +5% / -0%

Certification:-

Supplied Class Certififcation - DNV, ABS, LR, BV etc

Characteristics and Principle of the swivel

The entire product is weld free in order to comply with DNV-OS-E302

Swivel is serviceable with basic tools on location

Casted execution, continuously heat treated & CNC machined in order guarantee best performance

Grease packed to help prevent corrosion

Other sizes available on request

Can be supplied in other Grades of material if required

NOTES:

Intended Application: Primarily used to connect common links of Mooring Chain and 

Anchor Crown shackles

Jaw Jaw Superbox (Friction Type)

Swivels

Dimensions (mm)

Weight 

(Kg)


