
DOOR AND WINDOW JAMB ANCHOR
ANCHORAGE & CONNECTORS 

WORKING AT HEIGHT

The Door and Window Jamb Anchor allows the user 
the ability to install a fall protection rated anchorage 
connector without the need to penetrate into 
anything.  The man-rated anchor requires no tools for 
attachment and is rated for 3,600 lbs.

This unique Door and Window Jamb Anchor installs in 
seconds, providing a fast, simple and safe tie-off point 
for your fall arrest system.  For complete peace-of 
mind, this Door and Window Jamb Anchor is designed to install without compromising the structure in any 
way.  There is no drilling or welding required, you simply compress the device between the vertical sides of the 
door or window and tighten.

This extremely portable and lightweight anchor weighs only 14 lbs.  For complete jobsite flexibility, it can be 
easily moved from one location to another, installed, removed and stored.  The portability and ease-of use 
increases worker productivity and satisfaction.  Typical applications for this anchor include residential and 
commercial construction, rooftops with door entrances, elevator shafts, wall openings, emergency egress 
and rescue and more.

OVERVIEW1

Non Penetrating Anchor Rated For Fall Protection 
Lightweight and Portable 
Adjustable For Opening Ranging From 21.5” To 
51.5” 
No Tools Required For Attachment 
Rated For 3,600 Lbs
Standards: Complies With: OSHA 1910.66 and 
OSHA 1926.502
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3 PRODUCT SPECIFICATIONS
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ANCHOR Aluminium and Zinc Plated Steel 

D-RING Carbon Steel with Zinc Plated Finish 

CAPACITY 310lbs 

WEIGHT 14lbs 

LENGTH OF ANCHOR 56.36” 

WIDTH OF ANCHOR 7.12” 

MINIMUM BREAKING 
STRENGTH 3,600lbs 

STANDARDS OSHA 1910.66, OSHA 1926.502 

 

Firstly, remove the locking pin 
Secondly, you adjust the anchor to fit inside the 
desired opening
Finally, you use the built-in “coarse adjustment 
knob” to tighten and lock the device into place

Complete installation takes only seconds, and you 
have a safe, fall arrest rated anchor point to attach 
your shock absorbing lanyard or self retracting 
lifeline.

This anchor installs quickly and efficiently in three easy steps:
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